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�
DVB�
Satellite Receiver        DB-6800 IRCIP�
�
�
�
Specification�
Digital, FTA, CI, Irdeto Embedded,  Positioner�
�
�
LNB�
�
�
�
�
�
Frequency Range�
950-2150 MHz�
v�
�
�
Frequency Level�
-25 to -65 dBm�
v�
�
�
DiSEqC�
Version: 1.0 or 1.2�
1.2 �
�
�
22KHz Tone�
Frequency: 22 KHz, Amplitude:0.6 Vp-p�
v�
�
�
Supply�
Horizontal: 18V, Vertical: 14V (600mA Max.)�
�
�
Tuner�
�
�
�
�
�
Impedance�
75 Ohm �
v�
�
�
Input & Loop Output Connector�
F Connector x 2 (1 Input, 1 Loopthrough Output)�
v�
�
�
IF Bandwidth�
MHz (Narrow/Wide), -3dB�
8/55 (27/54)�
�
Demodulator�
�
�
�
�
�
Demodulation Waveform�
QPSK�
v�
�
�
Symbol Rate�
Msps�
2-45 �
�
�
FEC Decoder�
1/2, 2/3, 3/4, 5/6, 6/7, 7/8, AUTO�
Auto Only�
�
VIDEO�
�
�
�
�
�
Decoding�
MPEG-II and MPEG-I Compatible�
v�
�
�
Profile & Level�
Main Profile, Main Level�
v�
�
�
Format�
720x576(PAL)/720x480(NTSC)�
v�
�
�
Aspect Rate�
4:3 / 16:9�
v�
�
�
Output Impedance�
75 Ohm�
v�
�
�
Composite Output Level�
1 ±0.2Vp-p (75 Ohm Load)�
v�
�
AUDIO�
�
�
�
�
�
Decoding�
MPEG-II, Layer I/II, Musicam �
v�
�
�
Sound Mode�
Stereo, Audio L, Audio R, Mono�
Stereo, L/R Audio�
�
�
Sampling Rate�
32KHz, 44.1KHz, 48KHz�
v�
�
�
Connector�
RCA , TV SCART, VCR SCART (I/O)�
v�
�
RF Modulator�
�
�
�
�
�
System�
PAL G/I/K & NTSC-M�
v�
�
�
Output Channel�
PAL (CH21-69) / NTSC (CH14-83)�
v�
�
Polarizer Control�
�
�
�
�
�
Connector�
3-way speaker jack (+5V, Pulse, GND)�
v�
�
�
Skew Pulse Output �
0.8-2.2ms�
v�
�
Connector�
�
�
�
�
�
SCART-TV�
�
1�
�
�
SCART-VCR�
�
1�
�
�
RCA�
1 Video, 2 Audio�
v�
�
�
S-VHS�
Video�
OPTION�
�
�
Serial Data Interface�
9-pin D-sub Connector (RS-232), Max. 19.2 KBps�
1�
�
�
CI Slot�
PCMCIA�
2�
�
�
CA Slot�
Embedded System�
IRDETO (1)�
�
Positioner�
�
�
�
�
�
Reed or Photic Sensor�
�
v�
�
�
32 VDC 4A MAX�
�
v�
�
�
East/West Control�
�
v�
�
GENERAL�
�
�
�
�
�
Control Output �
Speaker Jack (0/12V)�
v�
�
�
Input Voltage Range�
AC 90~260V, 47~63Hz �
v�
�
�
Power Consumption�
Operating Mode (Watt, Max)�
160�
�
�
Dimensions�
(Width x Dimention x Height) mm�
380x285x65�
�
�
Weight�
KG�
3.5�
�
�
�
�
�
�
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DB-6800 IRCIP


Digital Satellite Receiver with Positioner 


FTA + Irdeto CA & Common Interface





Digital Satellite Receiver with Positioner


MEPG-II Digital & Fully DVB Compliant


One slot Irdeto conditional access & two slots common interface


DiSEqC 1.0 / 1.2 Interface


63 Satellites / 2000 Channels


Teletext, EPG features, NIT compatible 
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